AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Federal Aviation Administration, DOT

minimum pilot qualification require-
ments, operating rules, and aircraft
equipment requirements of part 91 of
this chapter. Each Class B airspace
area designated for an airport in sub-
part B of FAA Order 7400.9K (incor-
porated by reference, see §71.1) con-
tains at least one primary airport
around which the airspace is des-
ignated.

[Amdt. 71-14, 56 FR 65654, Dec. 17, 1991, as
amended by Amdt. 71-20, 58 FR 36299, July 6,
1993; Amdt. 71-23, 59 FR 43035, Aug. 22, 1994;
Amdt. 71-26, 60 FR 47267, Sept. 12, 1995; Amdt.
71-28, 61 FR 48404, Sept. 13, 1996; Amdt. 71-29,
62 FR 52492, Oct. 8, 1997; Amdt. 71-30, 63 FR
50140, Sept. 21, 1998; Amdt. 71-31, 64 FR 50444,
Sept. 17, 1999; Amdt. 71-32, 656 FR 56467, Sept.
19, 2000; Amdt. 71-33, 66 FR 48793, Sept. 24,
2001; Amdt. 71-34, 67 FR 61259, Sept. 30, 2002]

Subpart C—Class C Airspace

§71.51 Class C airspace.

The Class C airspace areas listed in
subpart C of FAA Order 7400.9K (incor-
porated by reference, see §71.1) consist
of specified airspace within which all
aircraft operators are subject to oper-
ating rules and equipment require-
ments specified in part 91 of this chap-
ter. Each Class C airspace area des-
ignated for an airport in subpart C of
FAA Order 7400.9K (incorporated by
reference, see §71.1) contains at least
one primary airport around which the
airspace is designated

[Amdt. 71-14, 56 FR 65654, Dec. 17, 1991, as
amended by Amdt. 71-20, 58 FR 36299, July 6,
1993; Amdt. 71-23, 59 FR 43035, Aug. 22, 1994;
Amdt. 71-26, 60 FR 47267, Sept. 12, 1995; Amdt.
71-28, 61 FR 48404, Sept. 13, 1996; Amdt. 71-29,
62 FR 52492, Oct. 8, 1997; Amdt. 71-30, 63 FR
50140, Sept. 21, 1998; Amdt. 71-31, 64 FR 50444,
Sept. 17, 1999; Amdt. 71-32, 656 FR 56467, Sept.
19, 2000; Amdt. 71-33, 66 FR 48793, Sept. 24,
2001; Amdt. 71-34, 67 FR 61259, Sept. 30, 2002]

Subpart D—Class D Airspace

§71.61 Class D airspace.

The Class D airspace areas listed in
subpart D ofFAA Order 7400.9K (incor-
porated by reference, see §71.1) consist
of specified airspace within which all
aircraft operators are subject to oper-
ating rules and equipment require-
ments specified in part 91 of this chap-
ter. Bach Class D airspace area des-
ignated for an airport in subpart D of

71.71

FAA Order 7400.9K (incorporated by
reference, see §71.1) contains at least
one primary airport around which the
airspace is designated.

[Amdt. 71-14, 56 FR 65654, Dec. 17, 1991, as
amended by Amdt. 71-20, 58 FR 36299, July 6,
1993; Amdt. 71-23, 59 FR 43035, Aug. 22, 1994;
Amdt. 71-26, 60 FR 47267, Sept. 12, 1995; Amdt.
71-28, 61 FR 48404, Sept. 13, 1996; Amdt. 71-29,
62 FR 52492, Oct. 8, 1997, Amdt. 71-30, 63 FR
50140, Sept. 21, 1998; Amdt. 71-31, 64 FR 50444,
Sept. 17, 1999; Amdt. 71-32, 656 FR 56467, Sept.
19, 2000; Amdt. 71-33, 66 FR 48793, Sept. 24,
2001; Amdt. 71-34, 67 FR 61259, Sept. 30, 2002]

Subpart E—Class E Airspace

71.71 Class E airspace.

Class E Airspace consists of:

(a) The airspace of the United States,
including that airspace overlying the
waters within 12 nautical miles of the
coast of the 48 contiguous states and
Alaska, extending upward from 14,500
feet MSL up to, but not including 18,000
feet MSL, and the airspace above
FL600, excluding—

(1) The Alaska peninsula west of lon-
gitude 160°00'00"W.; and

(2) The airspace below 1,500 feet
above the surface of the earth.

(b) The airspace areas designated for
an airport in subpart E of FAA Order
7400.9K (incorporated by reference, see
§71.1) within which all aircraft opera-
tors are subject to the operating rules
specified in part 91 of this chapter.

(c) The airspace areas listed as do-
mestic airspace areas in subpart E of
FAA Order 7400.9K (incorporated by
reference, see §71.1) which extend up-
ward from 700 feet or more above the
surface of the earth when designated in
conjunction with an airport for which
an approved instrument approach pro-
cedure has been prescribed, or from
1,200 feet or more above the surface of
the earth for the purpose of
transitioning to or from the terminal
or en route environment. When such
areas are designated in conjunction
with airways or routes, the extent of
such designation has the lateral extent
identical to that of a Federal airway
and extends upward from 1,200 feet or
higher. Unless otherwise specified, the
airspace areas in the paragraph extend
upward from 1,200 feet or higher above

1561



		Superintendent of Documents
	2014-12-03T15:47:27-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




